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The data presented in this leaflet are in accordance with the present state of 

our knowledge, but do not absolve the user from carefully checking all 
supplies immediately on receipt. We reserve the right to alter product 
constants with the scope of technical progress or new developments. The 

recommendations made in this leaflet should be checked by preliminary 
trials.  
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NEVOSIL® PRA 612 
Polyurethane Mold Release Agent 
 
 

 

Characteristics 
 

Special silicone mixture. 
 

Properties 

 
 Provides superior performance due to its modified structure comparing with the regular 

silicone based release agents  
 Yields excellent releasing properties during the application even with the lowest 

concentration values 
 Does not leave any carbonized residues on the surface of the mould 

 

Application 
 

NEVOSIL® PRA 612 is a mold release agent especially for polyurethane shoe sole 
production. 

 

Technical Data 
 

Appearance Colorless, clear liquid 

Solid content (%) ~100 

 

* These figures are only intended as a guide and should not be used in preparing specifications. 
 

Processing 
 

NEVOSIL® PRA 612 is used by diluting with hydrocarbon/chlorohydrocarbons such as 

hexane or methylene chloride. In order to get the best result, NEVOSIL® PRA 612 should 
be applied into the mould as a very thin and homogenize layer. When it is applied with an 

air spray gun, it is advised to have 0,5-0,8 bar in the material tank, 1,5-2 bar pressure for 
the atomization and use 0,3-0,5 mm nozzle. Make sure that the solvent has been totally 

vaporized prior to the injection of polyurethane in the mould. It is advised to have the 

necessary safety precautions while the product is being used. 
 

Storage / Shelf Life 
 

NEVOSIL® PRA 612 has a shelf life up to 9 months if stored in tightly closed original 
containers between 5-35°C. If the material is kept beyond the shelf life recommended, it is 

not necessarily unusable, but quality control should be performed on the properties 

relevant to the application. The containers must be protected against sunlight and frost. 
 

Packaging 
 

30, 60, 120 and 200 kgs plastic drums or 1,000 kgs IBC containers. 
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