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The data presented in this leaflet are in accordance with the present state of 

our knowledge, but do not absolve the user from carefully checking all 
supplies immediately on receipt. We reserve the right to alter product 
constants with the scope of technical progress or new developments. The 

recommendations made in this leaflet should be checked by preliminary 
trials.  
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NEVOSIL® R 160 
Silicone Resin  
 
 

 

Characteristics 
 

M-Q functional pure silicone resin powder. 
 

Properties 

 
 Helps to provide excellent release characteristics  

 Prevents to build up on the moulded surfaces 
 Ensures smooth & high surface quality 

 
Application 

 

NEVOSIL® R 160 is used to produce release concentrates which are generally used in 
plastic and polyurethane production processes. Due to the excellent releasing properties of 

the final products, smooth surfaced, high quality mould products can be obtained.  
 

Since the properties such as bondability or paintability of the moulded products can be 

changed depending on the final composition of release agents or the conditions of the 
surface, these properties have to be checked before every single application. 

 
Technical Data 

 

Appearance (of a 50 % solution in toluene) Clear, liquid 

Specific gravity (25°C) 0,53 

 
* These figures are only intended as a guide and should not be used in preparing specifications. 

 

Processing 
 

NEVOSIL® R 160 can be used as sole active substance or as a combination with other 
chemical materials. It is recommended that compatibility tests should be done before each 

combined application 

 
Storage / Shelf Life 

 
NEVOSIL® R 160 has a shelf life up to 9 months if stored in tightly closed original 

containers between 5-35°C. If the material is kept beyond the shelf life recommended, it is 
not necessarily unusable, but quality control should be performed on the properties 

relevant to the application. The containers must be protected against sunlight and frost. 

 
Packaging 

 
20 kg bags. 
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