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The data presented in this leaflet are in accordance with the present state of 

our knowledge, but do not absolve the user from carefully checking all 
supplies immediately on receipt. We reserve the right to alter product 
constants with the scope of technical progress or new developments. The 

recommendations made in this leaflet should be checked by preliminary 
trials.  
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NEVOSIL® SI 50 
Water Repellent for Construction Materials 

 
 
 
Characteristics 
 
Potassium methyl siliconate solution. 
 
Properties 
 
 Imparts excellent water-repellant properties 
 Increases the resistance of the applied surface against outside factors, and 

ensures longer life 
 
Application 
 
NEVOSIL® SI 50 is mainly used to make mineral based construction materials 
water repellent. NEVOSIL® SI 50 can impart water-repellent properties by the 
reaction of atmospheric carbon dioxide (CO2). The active substance that imparts 
water repellency to masonry is polymethylsilicic acid.   
 
NEVOSIL® SI 50 is used to impart water repellency to; 
 
 Low-fired clay products, roof tiles, facing bricks, floor tiles, flower pots 
 Aerated concrete 
 Gypsum and gypsum-based plasterboards 
 Light fillers such as perlite 
 Heat insulating materials 
 
Technical Data 
 

Appearance Clear, yellow liquid 

Solid content (wt %) ~52 

Active content (wt %) ~28 

Density (23°C) (g/ml) ~1,30  

Viscosity (23°C) (mPa.s) 10–30  

pH  13,0-14,0 

 
* These figures are only intended as a guide and should not be used in preparing specifications. 

 
Processing 
 
Water diluted NEVOSIL® SI 50 is used for impregnating the surface of masonry 
materials by dipping method (Attention: This product is not recommended for 
treating the outside walls of buildings). 
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NEVOSIL® SI 50 
Water Repellent for Construction Materials 

 
 
Processing 
 
NEVOSIL® SI 50 should be diluted with regular tap water in a weight ratio of 1:30 
to 1:100 for preparing solutions depending on purpose or area of application. It is 
recommended to add the NEVOSIL® SI 50 masonry water repellent to the water 
with vigorous stirring method. 
 
Since NEVOSIL® SI 50 is strongly alkaline and corrosive both as a concentrate and 
in its diluted form, the safety precautions must be taken during the application 
procedure. 
 
Storage / Shelf Life 
 
NEVOSIL® SI 50 has a shelf life up to 9 months if stored in tightly closed original 
containers between 5-35°C. If the material is kept beyond the shelf life 
recommended, it is not necessarily unusable, but quality control should be 
performed on the properties relevant to the application. The containers must be 
protected against sunlight and frost. 
 
Packaging 
 
35, 75 and 270 kgs plastic drums or 1,300 kgs IBC containers. 
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