ULTRAKIM

NEVOSIL® S 230

Silane

Characteristics

3-Aminopropyltriethoxysilane.

Properties

v Forms superior bonding between organic and inorganic surfaces

v" Reacts with water/moisture of the air immediately

v Soluble in alcohols, aliphatic and aromatic hydrocarbons

v Improves mechanical and electrical properties of the products

Application

NEVOSIL® S 230 is mainly used as a crosslinking agent for many applications to
increase bonding activity between inorganic materials (e.g. glass, metals and
fillers) and organic polymers (e.g. thermosets, elastomers and thermoplastics).
NEVOSIL® S 230 should be used as an adhesion promoter for paints and coating
applications. It is also be used for the chemical modification of fillers, pigments,

sealants and adhesives.

Technical Data

CAS Number 919-30-2

EINECS Number 213-048-4

Empirical Formula CoH,305Si

Appearance Colorless to yellowish, clear liquid
Purity (%) >95

Density (25°C) ~0,94 (g/ml)

Boiling Point ~215 (°C)

Flash Point ~95 (°C)

Refractive Index (25°C) ~1,420

* These figures are only intended as a guide and should not be used in preparing specifications.

The data presented in this leaflet are in accordance with the present state of  Ultrakim Kimya San. ve Tic. A.S.
our knowledge, but do not absolve the user from carefully checking all Haramidere Sanayi Sitesi M Blok

supplies immediately on receipt. We reserve the right to alter product No: 322-324 Avcilar, 34840, Istanbul/Turkey
constants with the scope of technical progress or new developments. The Tel: + 90 212 422 05 14

recommendations made in this leaflet should be checked by preliminary Fax: + 90 212 422 05 15

trials. Email: info@ultrakim.com

Editing Date: 07.03.13 www.ultrakim.com

Revision No/Date: -

Page: 1/2

Technical
Data
Sheet

NEVOSIL®


mailto:info@ultrakim.com
http://www.ultrakim.com/

ULTRAKIM
NEVOSIL® S 230

Silane

Processing

NEVOSIL® S 230 can easily hydrolyze and form reactive silanol groups which
should later react with other suitable chemicals/surfaces. Ethanol releases during
the hydrolysis

NEVOSIL® S 230 may be used together with polymers as an additive. Examples
of suitable polymers are silicones, epoxy, PVC, PVAC, PVB, PP, PS, polyurethanes,
polyesters, acrylates, etc. The chemical modification of the final product should
be changed by changing the concentration NEVOSIL® S 230 applied.

NEVOSIL® S 230 can also be used in the form of a solution with alcohols,
aliphatic and aromatic hydrocarbons.

Storage / Shelf Life

NEVOSIL® S 230 is a highly reactive material and should be stored in sealed
containers in a cool, dry place. It has a shelf life up to 12 months if stored in
tightly closed original containers at 25°C. The "Best use before end" date of each
batch is shown on the product label. If the material is kept beyond the
recommended shelf life, it is not necessarily unusable, but a quality control
should be performed on the properties relevant to the application.

Packaging

30, 60, 120 and 200 kgs plastic drums or 1,000 kgs IBC containers.
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